ETH:zirich Networked Systems

D-ITET Prof. Dr. Laurent Vanbever
February 2026

Exam: Advanced Topics in Communication Networks

13 February 2026, 11:30-14:00, HG F 1 / HG F 5

> Write legibly your ETH student number (legi number) below on this front page.
Do not write your name or use a stamp with your name on it.
> TRIPLE-check that your legi number is correct!
You will not be graded if you make a mistake when writing your number.
> Put your legitimation card (legi) on the most accessible corner of your desk.
Make sure that the side containing your name and student number is visible.

v

Verify that you have received all task sheets (Pages 1-34).

Do not separate the task sheets. We will collect the exams after you left the room.
Write your answers directly on the task sheets.

All answers fit within the allocated space—often in much less.

If you need more space, use the extra sheets at the end of the exam. Indicate the task
in the corresponding field, and add a “see Extra Sheet X note in the original task space.
Read each task completely before you start solving it.

vV VvV VvV V V

v

Answer in English.

Write clearly in blue or black ink (not red) using a pen, not a pencil.

Cancel invalid parts of your solutions clearly (e.g., by crossing them out).

At the end of the exam, place the exam face up on the most accessible corner of your
desk. Then collect all your belongings and exit the room according to the given instructions.

v VvV V V

v

No written material, devices or calculator are allowed.
> It is not required to score all points to get the best mark.

Student legi nr.:

Do not write in the table below (used by corrector only):

’ Task ‘ Points ‘
Advanced routing /25
Sustainable networking /17
Programmable data planes /15
Network verification /20
Transport /18
Networking for ML /15
ML for Networking /10

| Total /120 |







February 2026 Exam: Advanced Topics in Communication Networks 3

Task 1: Advanced Routing 25 Points

leave blank

a) Hierarchical routing (6 Points)

Consider the network topology composed of six BGP routers depicted in Figure 1 and

leave blank

configured either as:

1. An iBGP full-mesh; or as

2. A route reflection topology, as shown in Figure 2, with R1 and R2 acting as route
reflectors (RRs) and R3, R4, R5 and R6 acting as clients. The dashed lines indicate iBGP
sessions, with the single-headed arrows indicating client sessions (they point towards the
route reflector) and the double-headed arrow indicating normal iBGP sessions.

The network relies upon an IGP whose weights are depicted next to each link.

Router R4 receives an eBGP route r1 for a prefix p. At the same time, router R6 receives an
eBGP route r2 for the same prefix p. Route r1 has local-pref 50 and an AS-PATH length
of 2, while route r2 has local-pref 40 and an AS-PATH length of 2.

Figure 1: The base topology. Figure 2: BGP sessions with route reflectors.

(i) For every router, identify its selected egress router and the weight of the IGP path
towards it (write O if the router and the egress router are the same). Do this for both
the full mesh scenario (left table) and the route reflection one (right table). (3 Points)

Router | Egress Router | IGP Weight Router | Egress Router | IGP Weight
R1 R1
R2 R2
R3 R3
R4 R4
R5 R5
R6 R6
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(ii) Due to a new commercial agreement, the route r2 now also has local-pref 50. Fill in
the tables for both scenarios as before. Use the left table for the full mesh scenario and
the right table for the route reflection one. (2 Points)

Note: We show the topologies again below for convenience.

Figure 3: The base topology. Figure 4: BGP sessions with route reflectors.

Router | Egress Router | IGP Weight Router | Egress Router | IGP Weight
R1 R1
R2 R2
R3 R3
R4 R4
R5 R5
R6 R6

The route reflector scenario now results in a forwarding anomaly. What type of forward-
ing anomaly occurs, and where? (1 Point)
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b) Loop-Free Alternates on Gao-Rexford policies

— provider-to-customer

peer-to-peer

Figure 5: A simple topology following Gao-Rexford policies.

(8 Points)

In this task paths are selected according to Gao-Rexford policies: besides preferring cus-
tomers over peers over providers, ASes break ties by shortest AS path length.

(i) Consider the topology in Figure 5, with Gao-Rexford policies as defined in the legend
(e.g. R3 is a provider of R2, and R2 is a provider of R1 and R5). Find the paths used
by R1 and by R4 to reach every other node and fill in the table below accordingly. We
provide an example for R2.

(2 Points)

Node | Path from R2 Path from R1 Path from R4

R1 R2 - R1 R1| R4- ............
R2 R2| R1- ............ R4- ............
R3 R2-R3| R1- ............ R4- ...,
R4 R2-R1-R4| R1- ............ R4
R5 R2-R5| R1- ............ R4- ... ..
R6 R2-R5-R6| R1- ............ R4- ...

(ii)

link? Explain why or why not.

Is R4 a per-link Loop-Free Alternate (LFA) for R1 considering the failure of the (R1, R2)

(2 Points)

leave blank
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(iii) Consider the network in Figure 6. You must assign a Gao-Rexford relationship to each
of the 4 links such that:

e the best path from R3 to R2 must not traverse R1-R2, and
e R3 must not be a valid per-link LFA for R1 given the failure of link R1-R2.

Draw the 4 links in Figure 7 with the corresponding relationships according to the
legend. (4 Points)

R3

Figure 6: A simple topology.

—— provider-to-customer
————— peer-to-peer

Figure 7: Draw the 4 links again, with the right relationships.
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c) Aggregating Prefixes (11 Points)

In this task, we want to apply the ORTC algorithm for prefix filtering; however, we will do ~ 'eave blank
so at the routing table level. This will therefore affect not only the forwarding tables,
but also the propagation of prefixes to other routers. (Similarly to DRAGON.)

Figures 8 and 9 provide an example: In both cases, assume that node 1 has learned of
prefixes 00* and 01*, and selected port B for both in its Routing Information Base (RIB).

e In Figure 8, it propagates both prefixes to node 2 (e.g. via BGP).

e In Figure 9, node 1 executes the ORTC algorithm to find the optimal aggregation of
the two prefixes: a single prefix 0* with selected port B. However, unlike the standard
ORTC seen in the lecture, node 1 also stops propagating 00* and 01* to node 2, meaning
node 2 only learns 0*.

RIB of Node 1 RIB of Node 2 RIB of Node 1 RIB of Node 2
Prefix Port Prefix Port Prefix Port Prefix Port
00* B 00* A 0* B 0* A
01* B 01* A
Figure 8: Without aggregation. Figure 9: With aggregation. Node 2 only

learns of prefix 0*.
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(1)

In Figure 10 we show a 3-node topology. Nodes 1 and 2 have received prefix advertise-
ments from the rest of the network, and propagate all of them to node 3. Node 3 does
not further propagate any prefixes it receives. We show the routing tables for each of the

three nodes after convergence.

Consider now that both node 1 and 2 apply ORTC but that node 3 does not. Fill in
the routing tables of the 3 nodes after convergence in Figure 11.

Note: You do not need all the rows.

RIB of Node 1

Prefix Port
01%* A
11%* B
100* A
101* A

RIB of Node 2

Prefix Port
000* A
001* A
010%* A

Figure 10: Without aggregation.

RIB of Node 1

Prefix Port

RIB of Node 2

Prefix Port

RIB of Node 3

Prefix

Port

01*

A

11%*

100%*

101*

000*

001*

010*

sell Rusi Hosh ol sl e

RIB of Node 3

Prefix

Port

Figure 11: With aggregation at nodes 1 and 2.

(4 Points)
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(ii) Weak forwarding consistency is defined as all nodes forward IP packets to the same port

(iii)

after aggregation as they would if there had been no aggregation. We want to prove that
applying ORTC at the RIB level can break weak forwarding consistency.

Let us consider the same 3-node topology as in Figure 10. We ask you to add a single
entry to the routing table of either node 1 or 2 such that applying ORTC leads to node
3 breaking weak forwarding consistency. Explain why this happens, and give an example
IP which node 3 would forward on a different port after aggregation. (5 Points)

Hint: Think of what metric makes an IP match one forwarding entry over another, and
how aggregation can change its value.

Prefix Port
Add entry to RIB of Node ......

Explanation:

Example IP:

Strong forwarding consistency specifies that no IP becomes routable after aggregation
if it had not been routable before. Can there be a case where RIB-level ORTC breaks
strong forwarding consistency without breaking the weak one? That is, can an IP become
routable after the aggregation while all previouly routable IPs are forwarded to the same
ports? If yes, give an example. If no, explain why not. (2 Points)




February 2026

Exam: Advanced Topics in Communication Networks

10




February 2026 Exam: Advanced Topics in Communication Networks 11

Task 2: Sustainable networking 17 Points

a) Analysing sustainability numbers (10 Points)

Electric cars are commonly advertized with a carbon footprint of 0 gCO2e/km, alike in the
example shown in Figure 12. This is not factually wrong. However, it is only correct under
some hypothesis on the scope and type of analysis considered.

(i)

(ii)

A a;c._ouk-m

Figure 12: An electric car ad (cropped)

What type of analysis leads to an electric car’s carbon footprint of 0 gCO2e/km?

If there are several correct answers possible, tick them all. (3 Points)
Dimensions considered

0 Operational 0 Embodied

O  Scope 1 0 Scope 2 O  Scope 3

Type of analysis
O Attributional 0 Consequential

One other important methodological decision in sustainability studies is to use either a
top-down or a bottom-up approach. Consider a network switch and the task of estimating
the average energy cost of forwarding 100 GB of data from an input port A to an output
port B. How would you measure that energy cost using a... (4 Points)

... top-down approach?

... bottom-up approach?

leave blank

leave blank
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(iii) Imagine you study the potential energy savings of streaming video in HD instead of 4k.
Which approach is most appropriate here? Tick the corresponding box. (1 Point)

0 Top-down 0 Bottom-up

(iv) Explain what kind of error you would be making by selecting the wrong approach.
(2 Points)

b) Power proportionality in wired networks (4 Points)
Power proportionality refers to the concept of power draw scaling linearly with the uti-
lization level of a device. As seen in class, most wired networking equipment shows little
proportionality; that is, the idle power (at 0% utilization) is a large fraction of the maximal
power (at 100% utilization), as illustrated in Figure 13.

Power %

Pmax ]

I:’idle

>
>

0 100
Traffic load (%)

Figure 13: The typical power profile of a wired network device displays little proportionality.

(i) Give one example of an existing feature in consumer electronics (i.e., latptops, smart-
phones, ...) which fosters power proportionality. (1 Point)

(i) Give two different features we could envision in wired networks to foster power propor-
tionality. (2 Points)

Feature 1:

Feature 2:

(iii) Why is having routers with good power proportionality particularly important for ISP
networks? (1 Point)

leave blank
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c) Promise and pitfalls of energy efficiency (3 Points)

(i) In the lecture, we argued that, from a sustainability perspective, one should rather aim
to reduce absolute energy usage than improving energy efficiency. Why? (2 Points)

(ii) In certain cases, an improvement in energy efficiency may led to an increase in energy
usage. How is this effect called? (1 Point)

leave blank




February 2026 Exam: Advanced Topics in Communication Networks 14

Task 3: Programmable data planes 15 Points

In modern Al training clusters, large model parameters are exchanged between GPUs across
a leaf-spine network fabric. These elephant flows can cause congestion when ECMP hashing
maps multiple large flows to the same path.

You are tasked with analyzing a P4 program that implements load-aware packet spreading
using the power-of-two-choices technique: for each packet, the switch samples two candidate
paths, compares their current load, and forwards the packet on the less loaded path.

To avoid excessive path switching when loads are similar, the design uses a minimum delta
threshold: path 2 is chosen only if its load is sufficiently lower than path 1.

Assume the switch has 8 uplink ports (numbered 0-7) to spine switches, and these numbers are
the actual egress port identifiers.

The following P4 snippet implements this logic; in the questions below you will analyze it.

1 struct metadata_t {

2 bit<3> pathi;

3 bit<3> path2;

4 bit<3> selected_path;

5 bit<32> loadl;

6 bit<32> load2;

L

8

o control MyIngress(inout headers hdr,

10 inout metadata_t meta,

11 inout standard_metadata_t standard_metadata) {
12

13 register<bit<32>>(8) path_load;

14

15 const bit<32> MIN_DELTA = 5;

16

17 action sample_two_paths() {

18 hash(meta.pathl, HashAlgorithm.crc16, (bit<32>)0,

19 { hdr.ipv4.srcAddr, hdr.ipv4.dstAddr,

20 hdr.tcp.srcPort, hdr.tcp.dstPort }, (bit<32>)8);
21 hash(meta.path2, HashAlgorithm.crc32, (bit<32>)0,

22 { hdr.ipv4.srcAddr, hdr.ipv4.dstAddr,

23 hdr.tcp.srcPort, hdr.tcp.dstPort }, (bit<32>)8);
24 }

25

26 action read_path_loads() {

27 path_load.read(meta.loadl, (bit<32>)meta.pathl);

28 path_load.read(meta.load2, (bit<32>)meta.path2);

29 }

30

leave blank
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action select_path() {
if (meta.pathl == meta.path2) {
meta.selected_path = meta.pathl;
} else if (meta.load2 + MIN_DELTA < meta.loadl) {
meta.selected_path = meta.path2;
} else {
meta.selected_path = meta.pathil;

action update_path_load() {
bit<32> current_load;
path_load.read(current_load, (bit<32>)meta.selected_path);
path_load.write((bit<32>)meta.selected_path, current_load + 1);

action set_egress_port() {
standard_metadata.egress_spec = (bit<9>)meta.selected_path;

}

apply {
if (hdr.ipv4.isValid() && hdr.tcp.isValid()) {
sample_two_paths() ;
read_path_loads();
select_path();
update_path_load();
set_egress_port();
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(a) Suppose the path_load register currently holds the packet counts shown below.

Index

0

1

2

3

4

5

6

7

Load

40

25

62

30

48

93

61

35

A valid TCP/IPv4 packet arrives with hash outputs path1

2 and path2 = 5.

Trace the packet through the ingress pipeline: list the actions in order, the key values read
or computed, and the decision taken. State the final egress port and the updated register

state.

(6 Points)




February 2026 Exam: Advanced Topics in Communication Networks 17

(b) The current implementation counts packets sent on each path. However, in Al training work-
loads, packet sizes vary significantly—small ACKs and control messages vs. large gradient
updates. Additionally, the uplinks have different capacities: ports 0-3 are 200 Gbps and
ports 4-7 are 100 Gbps.

Explain why packet counting can lead to poor load balancing. Then, propose a modification
that makes the tracking byte-aware and link-capacity-aware. Assume hdr.ipv4.totallen
is available and in bytes. Provide a short pseudo-code snippet for the modified logic and an
integration note. (5 Points)

Why packet counting can cause imbalanced load distribution:

Proposed modification (byte-aware + link-capacity-aware):

Pseudo-code:

Integration note:
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(c) Consider the byte-aware, link-capacity-aware design from (b). Identify two limitations or
potential problems. One must relate to packet reordering or flow consistency; the other must
relate to stale/incorrect load signals (e.g., no decay or no congestion feedback). For each,
propose a mitigation strategy and discuss trade-offs. (4 Points)

Limitation 1:

Mitigation and trade-off 1:

Limitation 2:

Mitigation and trade-off 2:
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Task 4: Routing Algebra and Network Verification 20 Points

a) Warm-up (4 Points)

The following questions consider a routing algebra (A, @, <).

(i)

(ii)

(iii)

Let x € A be an attribute for which Va € A: a < x, and = x®a. Give an interpretation
of what x can represent both when it is “selected” as a route by a node and when it is
“assigned” to an edge. (1 Point)

Node:

Edge:

Let x € A be an attribute for which Va € A: < a, and a = x @ a. Give an interpretation
of what x can represent both when it is “selected” as a route by a node and when it is
“assigned” to an edge. (1 Point)

Node:

Edge:

Recall that an algebra (A, ®, <) is inflationary if Va,b € A, a < b @ a. Similarly, the
algebra is strictly inflationary if V(a,b) € A, a < b @ a. Say you use an SMT solver
to find a solution to the stable state problem. What issue can arise for a non-strictly
inflationary algebra that cannot occur for strictly inflationary algebras? (2 Points)

leave blank

leave blank
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b) Modeling RIP (5 Points)

The Routing Information Protocol (RIP) is a distance-vector routing protocol with the
following properties:
o Minimum-hop routing: It employs hop count as a routing metric.

e Route poisoning: It limits the hop count to a maximum of 15. A hop-count of 16 indicates
that the destination is unreachable.

e Split horizon: Routers never advertise their path to their next-hop (i.e., if router A uses
B to reach destination d, it does not advertise a route for d to B).

We model RIP as a routing algebra (A4, @, <) with attributes A = {0, ..., 16} x N2. Attribute
(d, (u,v)) € A contains the hop count d and the nezt edge (u,v) on the path (where u is the
source and v is the destination of that edge).

(i) Given the following graph with three nodes and 4 (directional) edges, label all edge with
the attribute according to the definition of A stated above. (2 Points)

(i) Define the < and @ operators to complete the routing algebra for RIP. (3 Points)

(d1, (u1,v1)) < (da, (u2,v2)) <=

(d1, (u1,v1)) ® (dz, (uz,v2)) =

leave blank
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c¢) Waypoint specifications (11 Points)
You are given the following network G = (N, E) with internal routers {ry,...,rs,w} € int
and external routers {ey,...,e4} € ext, with one firewall w:
€2
72 T6
€1 71 T4 w s rs €4
T3 7
€3

You try to verify waypoint properties in your network that uses any routing algebra (A, @, <)
to forward traffic along optimal paths. All links are bidirectional. The algebra is such that
any optimal path is acyclic. Other than that, you cannot assume anything about the algebra.

The verifier uses the same equations as we have seen in the lecture. As a reminder, they are:

/\ Ed(e) €A
Ey(u) = A(uv) @ Eg(v) if from(u) = v
A A { (v) <

Ei(u) < A(uv) @ E4(v) otherwise

ueV\ext V€Uout
/\ from(u) € Uous
ueV\ext
A ¢

(i) Write a specification ¢ to that ensures w is on r4’s optimal path. ¢; needs only to work
for the given network G. (1 Point)

(ii) Write a specification ¢y that ensures w is on the optimal path of r1, 7o, rs, and r4. ¢o
needs only to work for the given network G. (3 Points)

leave blank
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From now on, assume there exists an additional link between w and r¢. As a reference, here
is the same network G’ = (N, E’), including the additional link:

€2
T2 T6

€1 7 T4 w rs rs €4

€3

(iii) Explain why it is now much more difficult to write a specification that ensures w to be
on r4’s optimal path. You do not need to write such a specification. (2 Points)

(iv) You still want to verify such waypoint properties, and be able to do so in an arbitrary
network. Design a routing algebra (A’, @', ') that will always select the same paths as
(A, ®, <), but enables us to verify waypoint specifications in arbitrary networks.

Hint: Reuse (A, ®, <) and add additional information to the attributes. (4 Points)

(v) With your new algebra (4’, @', x’), write a specification ¢3 that checks if w is on 74’s
optimal path, without assuming anything about the network. (1 Point)
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Task 5: Transport Protocols 18 Points

leave blank

Transport for Satellite networks

In class, we looked at how we can optimize transport on the Internet and in the Datacenter. In
this question, you will have to rely on similar principles in picking a suitable transport protocol,
loss recovery scheme, and congestion control algorithm for a satellite network.

Consider a Low Earth Orbit (LEO) satellite constellation with the following characteristics:

1. End-to-end RTT: 40—80 ms, depending on satellite position.
2. Downlink bottleneck capacity: 100 Mbps.
3. Packet losses occur due to:

(a) Handovers between satellites.
(b) Temporary link outages (blackout periods) lasting 200-800 ms.

4. Buffers: satellite networks have shallow /small buffers to minimize queueing delay.

Assume that this network is going to support regular Internet traffic, which has a typical flow
size distribution (expressed in number of packets) as follows:

99" % tile = 64 pkts

Y\pom% tile = 10 pts

100 102 10° 10* 10° 10° 107
Flow size (packets)

Figure 14: CDF of flow lengths for 60mins of CAIDA Internet traces

a) Picking a Transport Stack (6 Points)

leave blank

(i) Which transport protocol between TCP and QUIC would you recommend to use in this
network? Justify your choice by explicitly discussing:
1. The connection setup overhead; and
2. The sensitivity to RT'T and RTT variability.
(3 Points)
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(ii) Would you consider enabling TSO and GRO on this satellite network? Discuss how it
would interact with:

1. Higher than usual loss rates seen in satellite networks; and
2. Shallow/small buffers.
(3 Points)

b) Loss-recovery with probe packets (6 Points)

Throughput in satellite networks often suffers due to frequent packet losses. This makes

leave blank

minimizing the cost of loss detection and recovery critical, especially because of the large
RTTs.

Some proposals suggest that pairs of endpoints connected over a satellite link continuously
send low-priority probe packets, even when no application is actively sending traffic. These
packets are acknowledged and carry sequence numbers as well, just like normal data packets
but without the payload. The purpose of this passive, long-lived, and low-priority connection
is to provide regular timely feedback about the network conditions, especially during the
first and last few RTTs of a flow.

(i) Describe how this stream of low priority probe packets could be leveraged to design a
better loss recovery scheme compared to standard fast retransmits and RTOs. Consider
its impact on tail-loss detection and reordered packets. (3 Points)

(i) Given the steady stream of feedback from the probe packets, does this protocol with
probe packets still need to rely on RTOs (Retransmission Time Out)? Why or why not?
(3 Points)




February 2026 Exam: Advanced Topics in Communication Networks 25

c) Congestion Control (6 Points)
Since most of the flows in our network are short flows, we are going to focus on optimizing

leave blank

start up behavior of our congestion control algorithm - ie the Slow Start. To begin with,
consider the standard standard slow start algorithm which sends two packets for every ACK
it receives for its data packets.

(i) Consider a start window of 10 packets and a packet size of 1,500 bytes. How many RTTs
will it take for the sender to saturate a 96 Mbps bottleneck link on a 50 ms RTT link
(Bandwitdh Delay Product (BDP) = 400 packets)? (2 Points)

(ii) Large RTTs mean that we can’t waste a lot of time ramping up to the bottleneck link
rate. Consider a modified slow start mechanism called Sudden Start.

The sender will send two packets for every ACK it sees for both its own data packets, as
well as the probe packets being sent in the background. Assume that there are no losses
and the probe packets are being sent (and their ACKs are being received) every 5ms.
You can also assume that the probe packets consume a negligible amount of bandwidth
at the bottleneck. How many RTTs does the sender now take to saturate the same 96
Mbps bottleneck link on a 50 ms RTT path? (4 Points)
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Task 6: Networking for ML 15 Points

leave blank

In the course we introduced Ring AllReduce, an AllReduce shape executed in 2 phases of
|devices| — 1 stages each. Phase 1 consists of sending partial sum (our reduction operator in
this task) over partitions of the tensor, while Phase 2 progressively gathers the full sums of each
partition.

We now consider a 2-dimensional Ring AllReduce. Let us order the devices into a grid with r
rows and ¢ columns. The 2-dimensional Ring AllReduce executes in three steps:

Step 1. Phase 1 of 1-dimensional Ring AllReduce on the rows.

Step 2. Phase 1 and 2 of 1-dimensional Ring AllReduce on the columns.

Step 3. Phase 2 of 1-dimensional Ring AllReduce on the rows.

(i) Figures 15 (corresponding to the initial state) to 19 illustrate the execution of a 2D Ring
AllReduce with 4 devices (r = 2,¢c = 2). We ask you to fill in the dotted gaps with
the correct values. (5 Points)

Note: Each 1D Ring AllReduce phase only lasts 1 stage as there are only two devices

involved.
{ 8 2 1 9 } { 5 8 —4 -2 }
GPU A GPU B
{ 3 7 1 4 } { 7 —4 -3 -5 }
GPU C GPU D

Figure 15: Initial state.

We start with Step 1: Phase 1 of r 1-dimensional Rings in parallel, with ¢ participants
each. The input is the whole tensor, and each flow sends one c-th of the tensor in every
stage. At the end, each device knows the row-wise sum of one c-th of the tensor (half in this
example).

13 10 1 9} {5 8 -3 7}

1))

\\_

Figure 16: After phase 1 of row-wise Ring AllReduce (stage 1). Fill me in.
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We continue with Step 2: ¢ 1-dimensional Rings in parallel, with r participants each. The
input is one c-th of the tensor, corresponding to the column index (half the tensor in this
example); each flow sends one r-th of the subtensor at a time, i.e. one (r - ¢)-th of the full
tensor (a fourth in this example). At the end, each device knows the full sum of one c-th of
the tensor (half in this case).

23 10 1 9 } L 5 8 7

ERERl

Figure 17: After phase 1 of column-wise Ring AllReduce (stage 2). Fill me in.

23 13 1 9} {5 8

23 13 1 4 } {

Figure 18: After phase 2 of column-wise Ring AllReduce (stage 3). Fill me in.

Finally, Step 3: Identical to Step 1, but we now gather results instead of performing reduc-
tions. At the end, each device knows the full sum of the full tensor.

1))

23 13 } [ 23 13

\\_ J

DEOEEiDE

Figure 19: After phase 2 of row-wise Ring AllReduce (stage 4). Fill me in.

\\_
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(ii) We now ask you to analyse the 2D Ring AllReduce as done in class for the other AllReduce

shapes. For reference, we include the table shown in the lecture: (6 Points)
Pattern Stages Total Data Sent Max Incoming Flows
All-to-All 1 N(N-1)M N-1
Parameter Server 2 2(N-1)M N-1
Ring 2(N-1) 2(N-1)M 1
2D Ring 777 777 777

Assume the 2D grid has r rows and ¢ columns. The full tensor’s total number of bytes is M,
which is a multiple of 7 - c. Note that operations performed in parallel count as a single one
for what concerns the total number of stages. In Figures 15 to 19, 4 stages were performed
in total.

It is not necessary to explain your reasoning, but you may receive partial points if you do
so in case the final answer is incorrect.

Hint: Note that there are effectively two 1D Ring AllReduces being performed, one across
rows and one across columns, with different input sizes.

Stages (as a function of r and ¢):

Total Data Sent (as a function of r, c and M):

Max (Simultaneous) Incoming Flows:




February 2026 Exam: Advanced Topics in Communication Networks 29

(iii) Consider a traffic-agnostic round-robin (RR) optical circuit-switched (OCS) core between
the four devices shown in Figure 15. Each device has one transmit port and one receive
port. The round-robin (RR) circuit schedule between these four devices is shown in Table 1.
The schedule repeats after T3.
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T1
T2
T3
Table 1: Round-robin schedule of the OCS core.

Consider one hop routing between the devices; that is, device A can only send data packets
to device B during those time slots when they have a direct circuit according to the RR
schedule (there is no Valiant Load Balancing). Assume that time slots are longer than the
flow completion times; that is, one time slot is sufficient for a device to send more than a
whole tensor’s worth of data.

In Table 2, write which circuits are going to be used (if any) and for which step. We provide

an example for time slot T1. (4 Points)
A B C D Step Circuits
T1 B C D A 1 A—B, C—=D
T2 C D A B
T3 D A B C
T4 B C D A
T5 C D A B
T6 D A B C
T7 B C D A
T8 C D A B
T9 D A B C
T10 B C D A
T11 C D A B
T12 D A B C

Table 2: Four cycles of the round-robin schedule of the OCS core.
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Task 7: ML for Networking 10 Points

leave blank

a) Learning-Based Control in Networking (5 Points)

leave blank

(i) How does BBA (a classical, ML-free Adaptive Bitrate (ABR) algorithm) infer the current
capacity of a network? (2 Points)

(ii) Name two important challenges that ABR algorithms encounter while trying to optimize
Quality of Experience (QoE) over the Internet? How can learning-based approaches help
alleviate them? (2 Points)

Challenge 1

Challenge 2

How do learning-based approaches help?

(iii) Conversely, name two risks stemming from employing learning-based methods.
(1 Point)

Risk 1

Risk 2
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b) Sensible Use of LLMs in Network Operations (5 Points)

(1)

(ii)

(iii)

(iv)

Batfish (a formal model-based network verification tool) can verify whether a network
will behave as expected after a configuration update. However, even when using a verifier,
unexpected issues may still arise. Give two possible reasons for the verifier’s inaccuracy.

(2 Points)

Reason 1:

Reason 2:

Imagine that the log parsers currently used to monitor network devices will not be able to
handle the new log formats introduced by an OS update. You could replace the existing
parsers with a large language model (LLM) to handle each log without expecting a
specific format. Propose an improvement to that solution that will greatly improve its
scalability. (1 Point)

You could prompt an LLM chatbot with Show me the first 10 critical BGP errors that
occured in AS 65676 yesterday and add the logs from that day into the prompt. Give
two reasons why the LLM might return inaccurate or no results. (1 Point)

Reason 1:

Reason 2:

How could you improve accuracy for handling such requests, while still keeping the LLM-
based interaction mode? (1 Point)

leave blank
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Extra Sheet

In case you need more space, use the following pages. Make sure to always indicate the task
to which the answer belongs (e.g., 3 d) (ii)).
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